Motorer benyttet i Massey Harris traktorer fra 1938

Produsent

modell
sylindre
boring


RPM/HP
brukt på

Continental

F-124
4.L

3” x 4 3/8”

1500/1800
81 gasoline










20/27 

20 gasoline












21 colt












101 junior

Continental

F-140
4.L

3,3/16 x 4 3/8”
1500/1800
82 Distillate










 20/27*
23 Mustang










 23/31


Continental

F-162
4.L

3,7/16 x 4 3/8”
1500/1800
101 jr. 42-










25/33

30

Continental

F-226
6.L

3,5/16 x 4 3/8”
1500/1800
101 sr.










34/46

44-6

Continental

H-201
4.O.

3 5/8 x 4 7/8”

1500

33










33/38

333

Continental

H-260
4.O.

3 7/8 x 5 1/2”

1350

44











41/47

44 special












dist.

Continental

H-277
4.O

4 x 5 1/2”

1350

44 special gs










45/50

444

Continental

H-382
4.O

4 ½ x 6”

1350

55










60/68

555

Continental

HD-201 4

3 5/8 x 4 7/8”

1500

33 diesel










30/35

Continental

HD-208 4

3,11/16x4 7/8

1500

333 diesel










33/37

Continental

HD-260 4

3 7/8x5 ½

1500

44 diesel










40/45

Continental

HD-277 4

4x5 ½


1500

444 diesel










45/59

Continental

HD-382 4

4 1/2x 6

1500

55 diesel










55/60

555 diesel

Continental

N-62 4L

2 3/8x3 ½

1800/1990
11 pony










11/12

14 pony

Continental

Y-91 4L

2 7/8x3 ½

1800/1990
pacer










15/18




Simca


4.O.


72x75 mm

1800

812 pony










15/18


Chrysler

230-6 6L

3 1/8x4 3/8

1500/1800
101 twin










36/42

power

Chrysler

Ind. 5 5L

3 1/4x 4 3/8

1500/1800
101










38/44

super

Chrysler

T-100 6L

3 3/8x4 ½

1700/2000
201 gsl


502 n.r.

Continental

M-290
 6.l.

3 3/4x 4 3/8

1700/2000
202 gasoline










n.r.

Continental

M-303 6.L.

4x 4 3/8

1700/2000
201 distillate










n.r.

203

Perkins

P6 (TA) 6

3 ½ x 5

1350

744










42/46

Perkins

L4 (TA) 4.

4 1/4x 4 ¾

1650

745










48/54

7455

notes:

O+  Overhead valve

L+ L.Head

*distillate rating

n.r. + not rated

